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DRAIN BREATHER VALVE

ECDE AND ECD DRAIN AND BREATHER VALVE

ECDE and ECD drain and breather valves are suitable for installation in any areas of a plant where there is a
risk of explosion and/or fire, or areas where combustible dust is present, classified as Zone 1, 2, 21, 22.
ECDE and ECD can be installed on enclosures with type of protection “Ex eb db” “Ex tb”.

Installation:

hazardous areas - Zone 1/2 (Gases) - Zone 21/ 22 (Dusts)
classification:

Group Il - Category 2G 2D

EN/IEC Rules of compliance: Execution:
EN/IEC 60079-0 (@ 11 2GD) Ex db eb 1IC Gb/ Ex tb llIC Db — IP66
EN/IEC 60079-1

EN/IEC 60079-7

EN/IEC 60079-31

Ambient temperature:

Made in stainless steel AISI 316L form -40°C + 110°C.

Directive ATEX 2014/34/EU
Certifications:

ECDE drain brearher valve ECD drain brearher valve
ATEX certificate: IMQ 26 ATEX 015U ATEX certificate: TPS 26.0039U
IECEX certificate: IECEx IMQ 26.003U IECEX certificate: TPS 26 ATEX 136961 0003U
Mechanical features:
Material:
- Stainless steel AISI-316L.
- O-rings: red silicon rubber.
DRAIN BREATHER VALVE DRAIN BREATHER VALVE
FOR Ex-e ENCLOSURES FOR Ex-d ENCLOSURES
TYPE v TYPE v
ECDE M20 ECD M20
ECD 1/2”
NPT

Ineltec S.r.l.
Via Toscanini n.17 - 20004 Arluno (MI) Email: info@ineltec-srl.com
Tel: +39 02 901 5051 Sito web: www.ineltec-srl.com

Technical data subject to change without information




